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 Contact 

 

 

Manthey-Racing GmbH 

Technical  support 

 

Rudolf-Diesel-Str. 11-13 

53520 Meuspath 

Germany 

 

Phone:  +49 (0) 2691 9338 807 

E-Mail:  techsupport@manthey-racing.de 

 

 

 

Note 

Due to the ongoing optimization of our products, this document will be up-

dated on a regular basis. Please note that only the current version of this 

document is valid. The current documents are available in the download area. 

 

 

Download area 

The installation and operating instructions as well as the technical manuals 

are available for download under the following link. 

 

http://www.manthey-racing.de/downloads.htm 
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The classification of the warning and safety information is made using the 

respective signal word (Danger, Warning, Attention) in addition to the war-

ning icon. 

 

Warning of death or serious bodily injuries, which will 
occur in the event of non-compliance. 

 

 

Warning of death or serious bodily injuries, which will 
occur in the event of non-compliance. 

 

Warning of minor bodily injuries in the event of non-
compliance. 

 

Warning of property damage in the event of  
non-compliance. 

 

Required tightening torque in Nm. 

DANGER

WARNING

ATTENTION

NOTE

1. Warning and Safety Instructions 
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Risk of Injury and accident during and after work on the vehicle. 

 Repairs are to only to be carried out if access to the re-

pairhandbook in the PIWIS Information System is also 

available. 

 Follow the safety instructions 

 Follow the repair handbooks of the vehicle series in the 

PIWIS Information System. 

 

Falling vehicle risk: 

Risk of Squeezing or Crushing. 

Damage to vehicle. 

 Do not place any rigid objects under the lifted vehicle. 

 Secure lifting platform against lowering. 

 Remove all objects under vehicle before lowering. 

 Raise the vehicle using only the designated vehicle lifting 

points. 

 Outer-most vehicle lifting points should be used as a mat-

ter of priority 

 

Improper handling of safety-related fasteners risk: 

Risk of Injury 

Loosening of fastener 

 Always use new fastening screws and nuts after every di-

sassembly. 

 Observe the specified tightening torques 

 Visually inspect the components used. 

 

Working with compressed air: 

Risk of eye injuries                                    

Damage and Contamination of components. 

 Wear safety glasses with side protection. 

 Secure the compressed air discharge point with suitable  

materials. 

 Place the compressed air discharge point on suitable 

areas. 

 

Toxic exhaust fumes 

Risk of Suffocation 

 When the engine is running, position an exhaust fume 

extraction system behind the vehicle exhaust pipes and 

ensure extraction system is switched on. 

DANGER

DANGER

WARNING

WARNING

WARNING

Warning and Safety Instructions 
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Falling objects or loads: 

Risk of Squeezing or crushing. 

 Secure components against falling. 

 

Flying foreign bodies during grinding, drilling and milling: 

Risk of eye injuries. 

 Wear safety glasses. 

 

Non heat-resistant materials 

Fire Hazard. 

 Avoid contact with hot components or sources of  

ignition.  

 

Sharp or sharp-edged objects 

 Risk of Cracks, Punctures, or Cuts. 

 Wear Personal Protective Equipment (PPE). 

 

    Hot components 

 Risk of Burns. 

 Allow hot components to cool down. 

 Wear Personal Protective Equipment (PPE). 

 

Heavy Components 

 Risk of Crushing 

 Wear Personal Protective Equipment (PPE). 

 If neccesary seek assitance during task. 

 

Always observe the currently valid "Technical Information" (TI) 

from Porsche AG. These can be viewed and downloaded at mo-

torsport.porsche.de. 

If you do not have access to this portal, please contact 

gt4clubsport@porsche.de. 

Always use this manual taking into account the currently valid 

Technical Information (TI) from Porsche AG. 

Warning and Safety Instructions 

Follow the 718 Cayman GT4 Clubsport (Type 982) technical manual from  

Porsche AG! 

NOTE

ATTENTION

ATTENTION

ATTENTION

WARNING

WARNING

WARNING
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2. Prepartory Work 

Step 1: 
Step 1: 

Position the vehicle on a suitable lift. 

Ensure that the rear arms of the lift are 

positioned approximately 140 mm from 

the sill edge in the rear wheel arch. 

If the lift arms are not positioned as 

described, it will not be possible to in-

stall the rear air jacks. 

Step 2: 

Disconnect he fire extinguisher trigger unit 

of the fire extinguisher system from the 

system for the duration of the conversion.  

To do so, remove the connection cable 

from the rear of the trigger unit. 

The trigger unit is installed in the passen-

ger side footwell. 

The fire extinguisher system can be 

unexpectedly triggered if this step is 

not followed! 

Step 2: 

Step 3: 

Empty the fuel tank in accordance with the 

718 Cayman GT4 Clubsport technical 

manual. 

Have a suitable fire extinguisher readily 

available throughout the conversion! 

Step 3: 

Step 4: 

Remove the starter battery cover. 

Disconnect the negative terminal from the 

starter battery. 

Failure to observe can lead to damage 

of the on-board electronics. 

Step 4: 

140 mm 

NOTE

NOTE

NOTE

NOTE
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3. Vehicle Disassembly 

3.1 Front Lid 

Step 1: 

Remove both Rubber Buffers 

Remove the trunk sensor magnet. 

 

 

Step 2: 

Remove the four M6 nuts securing the 

front lid to the hinges. 

Carefully lift the front cover off the hinges. 

The front lid is no longer required. 

 

This step should be carried out by two 

people to avoid damage. 

Step 1: 

Step 2: 

Übernahmeteile The components shown opposite are 

retained for installation of the new front 

lid. 

NOTE

NOTE
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3.2 Front Bumper 

Step 1: 

Remove the front wheel arch liners on the 

front axle (Left and Right). 

Step 2: 

Remove the three self-tapping screws 

Remove the side fixings. 

 

Step 1: 

The wheel arch liners will be re-

installed as part of the converion 

Step 2: 

Step 3: 

Disconnect the plug connectors for the the 

Day-time Running Lights / Side Indicators 

on both sides. 

Remove the rear upper fastening screws 

for the front bumper located in the side 

turn signal lamp area on both sides. 

 

Step 3: 

NOTE
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Step 4: 

Remove the three self-tapping screw in 

the bottom cover. 

Remove the front bumper from the vehic-

le. 

 

 

Step 4: 

Step 5: 

Remove the four sheet nuts 

Remove and store safely the two corner 

tabs from the front bumper. 

Do so by drilling out the rivet heads indi-

cated using a 5.0mm drill bit. (Do not drill 

through) 

Remove and store safely the two front 

bumper retaining tabs.  

Do so by drilling out the rivet heads indi-

cated using a 5.0mm drill bit. (Do not drill 

through) 

The original front bumper is no longer 

required. 

 

 

Step 5: 

The components shown opposite 

are retained for installation of the 

new front bumper. 

NOTE
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3.3 Kotflügel  

Step 1: 

Disconnect the connector from the head-

lights 

Step 1: 

Step 2: 

Loosen the two headlight mounting nuts. 

Pull the headlight forward out of the fen-

der. 

The two main headlights are no longer 

needed. 

 

 

Step 2: 

Step 3: 

Remove the two plastic clips from the 

headlight mounts. 

Step 3: 

3.3 Front Fenders 
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Step 4: 

Remove the crash sensors underneath 

the headligh mounts. 

Unlatch and disconnect the electrical 

connector. 

Remove the M6 Flange nut 

Remove the crash sensor. The other side 

is removed in the same way. 

Both crash sensors and flange nuts are 

retained for re-installation later in the con-

version. 

 

 

Step 4: 

Step 5: 

Remove three M6 flange nuts securing the 

fender and the lower M6 flange nut 

securing the fender brace. 

The fender braces are no longer required. 

Detach the driver side electrical harness 

for the Day-time Running Lights / Side 

Indicators from the fenders. 

 

 

 
Step 5: 
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Step 6: 

Remove the four M6x20 button head 

screws from the fender. 

 

 

Step 6: 

Step 7: 

Remove the three M6 Flange nuts and the 

M6x20 Buttonhead screw from the inner 

rear area of the fender. 

 

Step 7: 
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Step 8: 

The lower section of the fender is attached 

with a plastic expanding rivet and a self-

tapping screw. 

Remove the plastic expanding rivet and a 

self-tapping screw. 

Carefully remove the left fender. 

Step 8: 

Step 9: 

The right side fender is removed in the 

same way but also requires air condition-

ing system dessicator to be detached. 

Disconnect the electrical connector from 

the pressure sensor. 

Remove the M6x20 hex bolt. 

Lift the dessicator from its position and 

move to the side as shown. 

 

 

Step 9: 

The components shown opposite 

are retained for the attachment of 

the lightweight fenders. 

 NOTE
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3.4 Side Member Trim 

Step 1: 

Removing the side member trim- Left and 

Right; 

Loosen the fastener at the transition to the 

front fender (Shown without fender) 

Release the door sill scuff plate by pulling 

it outwards from the sill. 

Remove the plastic clips on the underside 

of the sill cover by turning 90° (eight pie-

ces on each side) 

 

 

Step 1: 
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Step 2: 

Remove the four black clips marked using 

an appropriate trim clip removal tool. 

 

 

Step 2: 

E.g. Hazet Lösehebel 799-3 

Step 3: 

Remove the arch liners from the rear 

wheel wells: 

Remove the two plastic nuts 

Remove the four self-tapping screws. 

 

 

Step 3: 
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Step 4: 

Remove the self-tapping screw in the rear 

upper area of the side member trim. 

Release the side member trim from the 

retaining clips on the body. 

The left side member trim is removed in 

the same way. 

Set both side member trims aside until 

later modification is required. 

Step 4: 

All removed fasteners will be re-used 

again during the course of the installa-

tion. 

NOTE
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Step 1: 

Disassemble the rear lights. 

Remove the plug in the trunk panel 

and loosen the M6 fastening screw 

beneath.   

Loosen the rear light from its mounts 

and carefully pull it out of the recess. 

Disconnect the electrical connector. 

Both rear lights are removed in the 

same way. 

 

 

Step 1: 

3.5 Rear Bumper 

Step 2: 

Remove the upper panel of the rear 

bumper.. 

Undo the marked screws. 

Lift the upper panel off the rear bum-

per. 

 

 

Step 2: 
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Step 3: 

Remove both self-tapping screws securing 

the rear bumper in the left and right rear 

light areas. 

Remove the three fastening screws in the 

centre of the rear diffusor. 

Remove the two screws located un-

derneath on the left and right side of the 

rear bumper. 

Remove the two fastening screws located 

in the left and right side wheel wells. 

 

 

Step 3: 
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Step 5: 

Carefully lift the rear bumper away from 

the vehicle.  

Disconnest the electrical connector for the 

rain light. 

Remove the vehicle wiring harness to the 

rainlight. 

Step 5: 

This step should be carried out by two 

people. 

Step 4: 

Step 4: 

Remove the upper two self-tapping 

screws on the rear bumper. 

Step 6: 

Detach the mounting frame for the electric 

rear wing control. 

Remove the eight M8 flange nuts indica-

ted. 

The mounting frame and M8 flange nuts 

are no longer required. 

 

 

 

Step 6: 

NOTE
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Step 8: 

Remove the Rain-light, This will be re-

installed later in the conversion.  

Use a suitable means to separate the ad-

hesive at the marked points. 

Drill out the heads of the two aluminium 

rivets using a 5.0mm drill bit. (Do not drill 

through) 

Step 7: 

Step 7: 

Detach the trim. The will be re-installed 

later in the conversion. 

Loosen the two screws at the sides. 

The trim is then removed from the rear 

bumper. 

 

 

c 

Step 8: 
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3.6 Rear Wing and Rear 

Trunk Lid 

Step 1: 

Remove the covers at the base of the 

wing supports from the trunk lid (Glued).  

Remove the three M6x22 fastening 

screws on both sides. These screws are 

no longer required. 

 

 

Step 2: 

Carefully remove the complete rear wing 

assembly including the wing supports off 

the rear trunk lid. 

Step 1: 

When attaching the rear wing to the new 

CFRP rear cover, the adhesive tape for 

covering the wing supports must be 

replaced (981.512.783.80 and 

981.512.784.80). 

Step 2: 

NOTE
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Step 3: 

Disconnect the electrical connection for 

the trunk lid from the vehicle wiring har-

ness. 

Loosen the rubber grommet from the bo-

dy. Pull the cable harness out of the vehic-

le towards the trunk lid. 

Remove the two retaining pins for the 

trunk lid. These are no longer needed. 

Step 4: 

Disconnet the two gas dampers from the 

rear trunk lid. 

Remove the two nuts securing the trunk 

hinges. 

Remove the trunk lid and place it on a 

suitable surface for further modification. 

 

 

Use two people to complete Step 4 

Step 3: 

Step 4: 

NOTE
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Step 1: 

3.8 Tank Plate 

Step 1: 

Remove the following items: 

1. Fuel Pump Connector 

3. Fuel Level Sensor Connector 

4. Fuel Level Sensor 

 Note: The Gasket and Bolt Seals 

must be replaced (Supplied).  

Carefully remove the fuel level sen-

sor. 

4. Roll-Over Valve Connector  

5. Cut-Off Valve Connector 

 Note: Remove any remnants of fuel 

left in the tank immediately! 

6. All fasteners on the Flange Plate 

assembly.  

 Gently lift the Flange Plate as-

sembly and disconnect the fuel 

pump plug. 

Do not damage any of the seals (Re-Used)! 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. All fasteners of the Tank Plate (29 

Pieces). 

 Note: The sealing washers must be 

replaced (Supplied). 
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Step 2: 

Step 3: 

Step 4: 

Step 2: 

Carefully lift the Tank Plate and dis-

connect the fuel line (quick disconnect 

coupling). 

2

There is a possibility that the Tank Pla-

te seal will slip out of its original positi-

on! 

NOTE

Step 3: 

Place the seal back into its correct positi-

on. 

 

Cover the tank opening to protect 

against the ingress of dirt ad unwanted 

contamination with a suitable means 

until the new Tank Plate is installed. 

NOTE

Step 6: 

Disassemble the connector for the cut-off 

valve. 

Remove the aluminum nut and washer on 

the underside of the tank plate. 

Disassemble the original roll-over valve. 

Remove the cap nut and aluminum seal-

ing ring on the underside of the tank plate. 

 

 

 



 

 


